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DJ 360 DJ 400 DJ 460 DJ 500

Working width (mm) 3600 4000 4600 5000

Transport width (mm) 2500 2500 2500 2500

Tractor power (HP) 120-220 130-220 140-220 150-220

Working depth (mm) 250 250 250 250

Rotors (n°) 14 16 18 20

Tines (n° rh + n° lh) 14+14 16+16 18+18 20+20

Weight with Packer roller (Kg) 1870 1970 2170 2270

Weight with Cage roller (Kg) 1650 1740 1920 2010

Weight with Spiral roller (Kg) 1690 1780 1950 2070

Weight with Spike roller (Kg) 1650 1740 1940 2020

Weight with Crumb roller (Kg) - - - 2340

DJ AUTO
400

DJ AUTO
460

DJ AUTO
500

Working width (mm) 4000 4600 5000

Transport width (mm) 2500 2500 2500

Tractor power (HP) 130-240 140-240 150-240

Working depth (mm) 250 250 250

Rotors (n°) 16 18 20

Tines (n° rh + n° lh) 16+16 18+18 20+20

Weight with Packer roller (Kg) 1990 2190 2280

Weight with Cage roller (Kg) 1760 1940 2020

Weight with Spiral roller (Kg) 1800 1970 2080

Weight with Spike roller (Kg) 1760 1960 2030

Weight with Crumb roller (Kg) - - 2350
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DP 400 DP 500 DP 600

Working width (mm) 4000 5000 6000

Transport width (mm) 2500 2500 2500

Tractor power (HP) 140-270 160-270 170-270

Working depth (mm) 250 250 250

Rotors (n°) 16 20 24

Tines (n° rh + n° lh) 16+16 20+20 24+24

Weight with Packer roller (Kg) 2370 2640 2970

Weight with Cage roller (Kg) 2140 2380 2620

Weight with Spiral roller (Kg) 2180 2440 2690

Weight with Spike roller (Kg) 2140 2390 2650

Weight with Crumb roller (Kg) - 2710 3040

DP AUTO 400 DP AUTO 500 DP AUTO 600

Working width (mm) 4000 5000 6000

Transport width (mm) 2500 2500 2500

Tractor power (HP) 140-300 160-300 170-300

Working depth (mm) 250 250 250

Rotors (n°) 16 20 24

Tines (n° rh + n° lh) 16+16 20+20 24+24

Weight with Packer roller (Kg) 2430 2710 3030

Weight with Cage roller (Kg) 2200 2450 2680

Weight with Spiral roller (Kg) 2240 2510 2750

Weight with Spike roller (Kg) 2200 2460 2710

Weight with Crumb roller (Kg) - 2780 3100
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DTEK 400 DTEK 500 DTEK 600

Working width (mm) 4032 4972 5912

Transport width (mm) 2450 2450 2450

Tractor power (HP) 150-350 160-350 175-350

Working depth (mm) 280 280 280

Rotors (n°) 16 20 24

Tines (n° rh + n° lh) 16+16 20+20 24+24

Weight with Packer roller (Kg) 2705 3045 3440

Weight with Cage roller (Kg) 2485 2765 3050

Weight with Spiral roller (Kg) 2505 2815 3100

Weight with Spike roller (Kg) 2525 2835 3100

DTEK PLUS
400

DTEK PLUS
450

DTEK PLUS
500

DTEK PLUS
600

DTEK PLUS
700

Working width (mm) 4032 4502 4972 5912 6852

Transport width (mm) 2450 2450 2450 2450 2450

Tractor power (HP) 150-350 155-350 160-350 175-350 190-350

Working depth (mm) 280 280 280 280 280

Rotors (n°) 16 18 20 24 28

Tines (n° rh + n° lh) 16+16 18+18 20+20 24+24 28+28

Weight with Packer roller (Kg) 2735 2950 3080 3485 3790

Weight with Cage roller (Kg) 2515 2700 2800 3095 3370

Weight with Spiral roller (Kg) 2535 2735 2850 3145 3460

Weight with Spike roller (Kg) 2555 2755 2870 3145 3470
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DMAX 450 DMAX 500 DMAX 600 DMAX 700 DMAX 800

Working width (mm) 4562 5032 5972 6914 7854

Transport width (mm) 2500 2500 2500 2500 2500

Tractor power (HP) 180-440 180-440 200-440 250-500 250-500

Working depth (mm) 300 300 300 300 300

Rotors (n°) 18 20 24 28 32

Tines (n° rh + n° lh) 18+18 20+20 24+24 28+28 32+32

Weight with Packer roller (Kg) 3415 3600 4050 5000 5430

Weight with Cage roller (Kg) 3165 3320 3660 4340 4750

Weight with Spiral roller (Kg) 3280 3370 3710 - -

Weight with Spike roller (Kg) 3220 3390 3750 - -

Weight with Trapeze roller (Kg) 3730 3860 4550 5300 5840

Weight with Rubber roller (Kg) 3530 3710 4180 - 5370
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Accessories and rollers DJ DP DTEK DMAX

Track eraser kit

Half-rock guards set

Hydraulic linkage for seed-drill 

Hydraulic depth adjustment

Levelling bar adjustment

Kit rear Pto.

Set of quick-release tine for the ball-bearing range

Set of forged quick-release tines

A.I. GUARD package

A.I. MOVE package

Packer roller

Cage roller

Spiral roller

Spike roller

Trapeze roller

Rubber roller

Crumb roller






